SPECIFICATIONS
AQUAMASTER® PRODUCT OPTIONS & ACCESSORIES

1.0
FLOATING FOUNTAIN AERATORS; 1/2 - 5HP

1.1    
Large Custom Intake Screens shall be made of 18 Gauge, Series 300 Stainless Steel.  The large custom intake screen shall completely enclose the motor power unit assembly.  It shall have a minimum of 58% open area representing 765 square inches (4935 sq cm) of open intake area for 1-5HP and 286 square inches (1845 sq cm) for 1/2HP.  The screen hole size shall vary according to horsepower for which it is to be used on.  Additional depth is required.

LARGE CUSTOM INTAKE SCREEN shall provide additional protected intake area if Fountain Aerator(s) will operate in potentially high debris filled aquatic environment.  Yes _____ No _____

1.2
Nozzles shall be interchangeable without the use of tools.  Nozzles will be sealed to the float tube utilizing an o-ring and stainless steel thumb screws to prevent leakage.  NOZZLE choice for The Classic Series or The MASTERS SERIES( fountain aerator specified shall be the_____________________________ pattern, capable of creating a ___________________________________fountain display (Please see TABLE 3 in specific fountain type section, front of binder, for SPECIFICATION DESCRIPTION).  

1.3
Lighting enhances AQUAMASTER® FOUNTAIN AERATORS, creating a more dramatic effect at night with the addition of a UL and cUL Listed NIGHT GLOW LIGHTING SYSTEM.  Any lighting system choice includes stainless steel lamp housings, ready to be installed in the float, sealed with clear tempered glass lenses in a stainless steel clamp ring.  Minimal installation is required.  All lights remain water-cooled and out of sight below the surface.  All necessary electrical controls, including timer, are pre-wired into the fountain aerators existing CE Recognized and UL Listed control panel. Optional glass colored lenses (amber, blue, red, green or turquoise); with or without an optional sequencer complete your dramatic aquatic display.  For uniformity of spray pattern coverage, 4 lights minimum is recommended. LIGHTING SYSTEM shall be specified: Yes_____ No_____ (Please see TABLE 4 in specific fountain type section, front of binder, for LIGHTING).
1.4
Multi-Purpose Electronic Lighting System Sequencer shall be capable of cycling light fixtures off and on, up to 6 programs.  Lighting System must be specified.  SEQUENCER is required: Yes_____ No_____ (Please see SECTIONS 5.2 & 5.3 in specific fountain type section, front of binder). 
1.5
Deep Water Intake System shall be capable of drawing water from further depths. This system provides the fountain aerator the capability to destratify very efficiently.  Total length should reach beyond 50% depth but not exceed 75%.  A minimum 3’ (.91m) section is required, 3’ (.91m) additional sections and custom 1 foot (31m) incremental lengths available, please consult factory.

DEEP WATER INTAKE SYSTEM is required: Yes_____ No_____


Total length of_____ meters / feet are required.
1.6
Digital Timer is a compact, electrical, 24 hour / 7 day time switch module with heavy-duty relay contact capable for switching low or line voltage loads, up to 20 programs.  Applicable for time of day control of pumps, fans, heaters, HVAC control circuits, lighting, machinery and many other types of commercial, industrial and agricultural equipment.  The digital timer features large keys with unique “circular pattern” for easy programming, an easy-to-read LCD display and capacitor backup to retain program memory during power outages, up to 150 hours. 

DIGITAL TIMER* is required: Yes_____ No_____


***Should a Lighting System be specified, a second Digital Timer is required 
1.7 Lightning/Surge Arrestors shall protect the equipment from being damaged by lightning impulses or over-voltage operation.  One model shall be available for single phase, two models for three phase. LIGHTNING/SURGE ARRESTOR is required: Yes_____ No_____ If Yes, voltage source is _____ Volts, ___ Phase.
1.8
Electrical Control Panels shall be available in fiberglass and stainless steel for harsh environments.  FIBERGLASS or STAINLESS STEEL (circle one) shall be specified.

1.9
Series 316 Stainless Steel shall be available for applications where equipment will be operating in any salt water or highly brackish water conditions. This shall include all exposed in-water surfaces. SERIES 316 STAINLESS STEEL is required: Yes_____ No_____  
2.0
CELESTIAL FOUNTAINS(; 10 – 25HP

2.1
Nozzles shall be interchangeable without the use of tools.  Nozzles are threaded and shall easily be attached to discharge assembly.  NOZZLE choice for The Celestial Fountains( model(s) specified shall be the_____________________________ pattern, capable of creating a ___________________________________ fountain display (Please see TABLE 3 in Celestial Fountains( section, front of binder, for SPECIFICATION DESCRIPTION).  

2.2
Lighting enhances AQUAMASTER® Celestial Fountains(, creating a more dramatic effect at night with the addition of a UL and cUL Listed NIGHT GLOW LIGHTING SYSTEM.  Any lighting system choice includes stainless steel lamp housings, ready to be field-assembled, mounted to the cart framework.  Each fixture is sealed with clear tempered glass lenses in a stainless steel clamp ring. All lights remain water-cooled and out of sight below the surface. All necessary electrical controls, including timer, are pre-wired into the fountains existing UL and cUL Listed control panel.  Optional glass colored lenses (amber, blue, red, green or turquoise), with or without an optional sequencer complete your dramatic aquatic display.  For uniformity of spray pattern coverage, 6 lights minimum is recommended. 

LIGHTING SYSTEM shall be specified; Yes_____ No_____ (Please see TABLE 4 in Celestial Fountains( section, front of binder, for LIGHTING).

2.3
Multi-Purpose Electronic Lighting System Sequencer shall be capable of cycling light fixtures off and on, up to 6 programs. Lighting System must be specified.  SEQUENCER is required; Yes_____ No_____ (Please see SECTIONS 5.2 & 5.3 in Celestial Fountains( section, front of binder).
2.4
Digital Timer is a compact, electrical, 24 hour / 7 day time switch module with heavy-duty relay contact capable for switching low or line voltage loads, up to 20 programs. Applicable for time of day control of pumps, fans, heaters, HVAC control circuits, lighting, machinery and many other types of commercial, industrial and agricultural equipment. The digital timer features large keys with unique “circular pattern” for easy programming, an easy-to-read LCD display and capacitor backup to retain program memory during power outages, up to 150 hours. DIGITAL TIMER* is required; Yes_____ No_____ ***Should a Lighting System be specified, a second Digital Timer is required. 
2.5
Lightning/Surge Arrestors shall protect the equipment from being damaged by lightning impulses or over-voltage operation. One model shall be available for single phase, two models for three phase.  LIGHTNING/SURGE ARRESTOR is required; Yes_____ No_____ If Yes, voltage source is _____ Volts, ___ Phase.

2.6
Electrical Control Panels shall be available in fiberglass and stainless steel for harsh environments.  FIBERGLASS or STAINLESS STEEL (circle one) shall be specified.

2.7
Series 316 Stainless Steel shall be available for applications where equipment will be operating in any salt water or highly brackish water conditions.  This shall include all exposed in-water surfaces.  SERIES 316 STAINLESS STEEL is required; Yes_____ No_____  

3.0
FIXED BASE WATER FEATURES FOUNTAINS; 1/2 – 5HP
3.1    
Large Custom Intake Screens shall be made of 18 Gauge, Series 300 Stainless Steel.  The large custom intake screen shall completely enclose the motor power unit assembly.  It shall have a minimum of 58% open area representing 765 square inches (7935 sq cm) of open intake area for 1-5HP. The screen hole size shall vary according to horsepower for which it is to be used on.  Additional depth is required.  LARGE CUSTOM INTAKE SCREEN shall provide additional protected intake area if Fixed Fountain will operate in potentially high debris filled aquatic environment.  
Yes _____ No _____

3.2
Nozzles (first one is included, must be specified, additional are optional) shall be interchangeable without the use of tools.  Nozzles will be sealed to the float tube utilizing an o-ring and stainless steel thumb screws to prevent leakage.
3.3
Lighting enhances AQUAMASTER® FIXED BASE FOUNTAINS, creating a more dramatic effect at night with the addition of a UL and cUL Listed NIGHT GLOW LIGHTING SYSTEM.  Any lighting system choice includes stainless steel lamp housings, ready to be field-assembled, mounted to the fountain’s tube, sealed with clear tempered glass lenses in a stainless steel clamp ring.  Minimal installation is required.  All lights remain water-cooled and out of sight below the surface.  All necessary electrical controls, including timer, are pre-wired into the fountain’s existing UL and cUL Listed control panel. Optional glass colored lenses (amber, blue, red, green or turquoise), with or without an optional sequencer complete your dramatic aquatic display. For uniformity of spray pattern coverage, 3 lights minimum is recommended.  LIGHTING SYSTEM shall be specified; Yes_____ No_____ (Please see TABLE 2 in specific fountain type section, front of binder, for LIGHTING).

3.4
Multi-Purpose Electronic Lighting System Sequencer shall be capable of cycling light fixtures off and on, up to 6 programs. Lighting System must be specified.  SEQUENCER is required; Yes_____ No_____ (Please see SECTIONS 5.2 & 5.3 in specific fountain type section, front of binder). 

3.5
Digital Timer is a compact, electrical, 24 hour / 7 day time switch module with heavy-duty relay contact capable for switching low or line voltage loads, up to 20 programs.  Applicable for time of day control of pumps, fans, heaters, HVAC control circuits, lighting, machinery and many other types of commercial, industrial and agricultural equipment.  The digital timer features large keys with unique “circular pattern” for easy programming, an easy-to-read LCD display and capacitor backup to retain program memory during power outages, up to 150 hours.  DIGITAL TIMER* is required; Yes_____ No_____ ***Should a Lighting System be specified, a second Digital Timer is required.
3.6
Lightning/Surge Arrestors shall protect the equipment from being damaged by lightning impulses or over-voltage operation. One model shall be available for single phase, two models for three phase.   LIGHTNING/SURGE ARRESTOR is required; Yes_____ No_____ If Yes, voltage source is _____ Volts, ___ Phase.

3.7
Electrical Control Panels shall be available in fiberglass and stainless steel for harsh environments. FIBERGLASS or STAINLESS STEEL (circle one) shall be specified.

3.8
Series 316 Stainless Steel shall be available for applications where equipment will be operating in any salt water or highly brackish water conditions.  This shall include all exposed in-water surfaces.  SERIES 316 STAINLESS STEEL is required; Yes_____ No_____  

4.0
VOLCANO II FLOATING SURFACE AERATORS; .5 – 5.5HP

4.1    
Large Custom Intake Screens shall be made of 18 Gauge, Series 300 Stainless Steel.  The large custom intake screen shall completely enclose the motor power unit assembly.  It shall have a minimum of 58% open area representing 765 square inches (4935 sq cm) of open intake area for 1-5HP and 286 square inches (1845 sq cm) for 1/2HP.  The screen hole size shall vary according to horsepower for which it is to be used on.   Additional depth is required.  LARGE CUSTOM INTAKE SCREEN shall provide additional protected   intake area if Fountain Aerator(s) will operate in potentially high debris filled aquatic environment.  Yes _____ No _____

4.2
Nozzles shall be interchangeable without the use of tools.  Nozzles will be sealed to the float tube utilizing an o-ring and stainless steel thumb screws to prevent leakage.  NOZZLE choice for The Classic Series or The MASTERS SERIES(  fountain aerator specified shall be the_____________________________ pattern, capable of creating a ___________________________________ fountain display (Please see TABLE 3 in specific fountain type section, front of binder, for SPECIFICATION DESCRIPTION).  

4.3
Lighting enhances AQUAMASTER® FOUNTAIN AERATORS, creating a more dramatic effect at night with the addition of a UL and cUL Listed NIGHT GLOW LIGHTING SYSTEM.  Any lighting system choice includes stainless steel lamp housings, ready to be installed in the float, sealed with clear tempered glass lenses in a stainless steel clamp ring.  Minimal installation is required. All lights remain water-cooled and out of sight below the surface. All necessary electrical controls, including timer, are pre-wired into the fountain aerators existing UL and cUL Listed control panel.  Optional glass colored lenses (amber, blue, red, green or turquoise); with or without an optional sequencer complete your dramatic aquatic display.  For uniformity of spray pattern coverage, 4 lights minimum is recommended.  LIGHTING SYSTEM shall be specified; Yes_____ No_____ (Please see TABLE 4 in specific fountain type section, front of binder, for LIGHTING).

4.4
Multi-Purpose Electronic Lighting System Sequencer shall be capable of cycling light fixtures off and on, up to 6 programs. Lighting System must be specified.  SEQUENCER is required; Yes_____ No_____ (Please see SECTIONS 5.2 & 5.3 in specific fountain type section, front of binder). 

4.5
Deep Water Intake System shall be capable of drawing water from further depths. This system provides the floating aerator the capability to destratify very efficiently.  Total length should reach beyond 50% depth but not exceed 75%.  A minimum 3’ (.91m) section is required, 3’ (.91m) additional sections and custom 1 foot (.31m) incremental lengths available, please consult factory.  DEEP WATER INTAKE SYSTEM is required; Yes_____ No_____


A total length of_____ foot is required.
4.6
Digital Timer is a compact, electrical 24 hour / 7 day time switch module with heavy-duty relay contact for switching low or line voltage loads. Applicable for time of day control of pumps, fans, heaters, HVAC control circuits, lighting, machinery and many other types of commercial, industrial and agricultural equipment.  The digital timer features large keys with unique “circular pattern” for easy programming, an easy-to-read LCD display and capacitor backup to retain program memory during power outages.
4.7
Lightning/Surge Arrestors shall protect the equipment from being damaged by lightning impulses or over-voltage operation. One model shall be available for single phase, two models for three phase.  LIGHTNING/SURGE ARRESTOR is required; Yes_____ No_____ If Yes, voltage source is _____ Volts, ___ Phase.

4.8
Electrical Control Panels shall be available in fiberglass and stainless steel for harsh environments.  FIBERGLASS or STAINLESS STEEL    (circle one) shall be specified.

4.9
Series 316 Stainless Steel shall be available for applications where equipment will be operating in any salt water or highly brackish water conditions.  This shall include all exposed in-water surfaces.  SERIES 316 STAINLESS STEEL is required; Yes_____ No_____  

5.0
OXYMAX SUB-SURFACE AERATION SYSTEMS; 1/2 – 5HP
5.1
Digital Timer is a compact, electrical 24 hour / 7 day time switch module with heavy-duty relay contact for switching low or line voltage loads.  Applicable for time of day control of pumps, fans, heaters, HVAC control circuits, lighting, machinery and many other types of commercial, industrial and agricultural equipment.  The digital timer features large keys with unique “circular pattern” for easy programming, an easy-to-read LCD display and capacitor backup to retain program memory during power outages.

5.2
Lightning/Surge Arrestors shall protect the equipment from being damaged by lightning impulses or over-voltage operation.  One model shall be available for single phase, two models for three phase.  LIGHTNING/SURGE ARRESTOR is required; Yes_____ No_____ If Yes, voltage source is _____ Volts, ___ Phase.

5.3
Electrical Control Panels shall be available in fiberglass and stainless steel for harsh environments.  FIBERGLASS or STAINLESS STEEL (circle one) shall be specified.

5.4
Series 316 Stainless Steel shall be available for applications where equipment will be operating in any salt water or highly brackish water conditions.  This shall include all exposed in-water surfaces.


SERIES 316 STAINLESS STEEL is required; Yes_____ No_____  

6.0
FLOATING ULTIMAX AERATION SYSTEMS; 1/2 - 5HP

6.1
Digital Timer is a compact, electrical 24 hour / 7 day time switch module with heavy-duty relay contact for switching low or line voltage loads.  Applicable for time of day control of pumps, fans, heaters, HVAC control circuits, lighting, machinery and many other types of commercial, industrial and agricultural equipment. The digital timer features large keys 
with unique “circular pattern” for easy programming, an easy-to-read LCD display and capacitor backup to retain program memory during power outages.

6.2
Lightning/Surge Arrestors shall protect the equipment from being damaged by lightning impulses or over-voltage operation. One model shall be available for single phase, two models for three phase.  LIGHTNING/SURGE ARRESTOR is required; Yes_____ No_____ If Yes, voltage source is _____ Volts, ___ Phase.

6.3
Electrical Control Panels shall be available in fiberglass and stainless steel for harsh environments.  FIBERGLASS or STAINLESS STEEL (circle one) shall be specified.

6.4
Series 316 Stainless Steel shall be available for applications where equipment will be operating in any salt water or highly brackish water conditions. This shall include all exposed in-water surfaces.  SERIES 316 STAINLESS STEEL is required; Yes_____ No_____  

7.0
FIXED BASE MOUNTED ULTIMAX AERATION SYSTEMS; 1/2 - 5HP

7.1
Digital Timer is a compact, electrical 24 hour / 7 day time switch module with heavy-duty relay contact for switching low or line voltage loads.  Applicable for time of day control of pumps, fans, heaters, HVAC control circuits, lighting, machinery and many other types of commercial, industrial and agricultural equipment.  The digital timer features large keys 
with unique “circular pattern” for easy programming, an easy-to-read LCD display and capacitor backup to retain program memory during power outages.

7.2
Lightning/Surge Arrestors shall protect the equipment from being damaged by lightning impulses or over-voltage operation.  One model shall be available for single phase, two models for three phase.  LIGHTNING/SURGE ARRESTOR is required; Yes_____ No_____ If Yes, voltage source is _____ Volts, ___ Phase.

7.3
Electrical Control Panels shall be available in fiberglass and stainless steel for harsh environments. FIBERGLASS or STAINLESS STEEL (circle one) shall be specified.

7.4
Series 316 Stainless Steel shall be available for applications where equipment will be operating in any salt water or highly brackish water conditions. This shall include all exposed in-water surfaces.  SERIES 316 STAINLESS STEEL is required; Yes_____ No_____  

7.5 Duck or Gator Head Float Designs shall be available for the fixed base air injector model only. This replaces the standard air intake float.  DUCK or GATOR HEAD float (circle one) shall be specified.
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